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SAFETY INSTRUCTION

1. This appliance can be used by children aged from 8 years and above and persons 

     with reduced physical, sensory or mental capabilities or lack of  experience and 

    knowledge if they have been given supervision or instruction  concerning use of 

    the appliance in a safe way and understand the hazards involved. Children shall 

    not  play  children  without with  the  appliance.  

   Cleaning and user maintenance shall not be made by supervision.

2. Appliances can be used by persons with reduced physical, sensory or mental 

    capabilities or lack of experience and knowledge if they have been given

    supervision or instruction concerning use of the appliance in a safe way and 

    understand the hazards involved. Children shall not play with the appliance.

3. This appliance is intended  to be used by expert or trained users in shops, in 

     light industry and on farms,  or for commercial use by lay persons.

4. If the supply cord is damaged, it must be replaced by the manufacturer, its

     service agent or similarly qualified persons in order to avoid a hazard.

5. The appliance must not be cleaned by a water jet.

6. The appliance is suitable for indoor use only.

7. WARNING: Keep ventilation openings, in the appliance enclosure or in the 

    built-in structure, clear of obstruction.

8. WARNING: Do not use mechanical devices or other means to accelerate the

    defrosting process, other than those recommended by the manufacturer.

9. WARNING: Do not use electrical appliances inside the food storage 

    compartments of the appliance,  unless they are of the type recommended by 

    the manufacturer.

6. Plug the unit into a  electrical socket-outlet with earth connection.

7 :       Spray resistant devices symbol.

4.  With a fridge for storing food and fruit.
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(for DHA-50SSB and DHA-50SWW models)
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5.  This appliance should work under environment of temp from 10℃~45℃

6.  This appliance is not suitable for installation in an area where a water jet could 

     be used.

45

5

45

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

 button of cold water

 button of hot water

button of normal water



7. If the supply cord is damaged,  it must be replaced by the 

    manufacturer, its service agent or similarly qualified 

    persons in order to avoid a hazard.

على ألا یتجاوز خلف الماكینة على الجدار ب ٧٥ مم.  of the machine should be no more than 75mm against from the wall.
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